
MISKA
RECESSED INSTALLATION

Miska, recessed linear profile with integrated PIR motion sensor for on/off

function. The LED source is available with Natural (4000K) and Warm

(3000K). On request, the length can be customized up to a maximum of 3

m. The clips for milling installation are included in the package.
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MISKA

Finish

Grey

• supplied with PIR sensor

• configurable with custom lengths

• maximum length with 1 input: 3 m (12 VDC)

• available with warm white light

Power supply and control

MEC DRIVER
For the selection of the power supply system

scan or click the QR code.

SMART SYSTEM
For the choice of control system (only for

lights without integrated controls) scan or

click the QR code.

VERS. 760mm NW

A° 100°

B - Lux 980

C - Lux 500

D - Lux 150

LUMEN 315

LUMEN / W 40

CRI >80

MISKA

 22000011000CN Sensor Right

3.3W L 372mm  Natural White     IN: 12 VDC 

 22000021000CN Sensor Right

4.9W L 500mm  Natural White     IN: 12 VDC 

 22000031000CN Sensor Right

7.8W L 760mm  Natural White     IN: 12 VDC 

 22000041000CN Sensor Right

10.7W L 1000mm  Natural White     IN: 12 VDC 
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EXTENSION CORD

Finish

Black

EXTENSION CORD 12VDC

 12604220000 12 VDC

L 1100mm       IN: 12 VDC 

 12604230000 12 VDC

L 2200mm       IN: 12 VDC 

CABLE COVER

Finish

White Black Metallic grey

CABLE COVER

 1220896__00 600mm

L 600mm A        

 1220062__00 1200mm

L 1200mm A        

 13201056500  

B        
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